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1. U internet pretraziva¢ (Edge nije podrzan) unesi
adresu 192.168.0.1. Potvrdom na taster ENTER
otvori¢e se prva stranica za pristup
podesavanjima na ruteru

¢ 192.168.0.1

2. U polja Username i Password unesi malim
slovima admin i klikni na Login

€ 2 € [[119216801 %2 0L

300M Wireless N Router
Model No.TL WRBATNITL WRBAIND

TP-LINK'

3. Nakon logovanja na ruter, u meniju sa lijeve
strane odaberi opciju Quick Setup

.4 2/Indexhtm e |[Qse

TIV portal (7 Grece Radio

To continue, please ik the Next buton.
To ext, please click the Exit buton.

Coa ) [ vea ]

4. Klikom na opciju Next otvori¢e se sljedeci prozor.
Od ponudenih opcija izaberi trecu Dynamic IP, a
zatim klikni na Next

TP-LINK'

Status

Quick Setup - WAN Connection Type

ass

Network
The Quick Setup is preparingto set up your connection type of WAN port,

Wireless

‘The Device will ry to detect the Intermet connection type your ISP provides if you select the Auto-Detect option

DHCP Otnerwise, you needto specify the connection type manually.

Forwarding (O Auto-Detect - Let the Device automatically detect the connection type your ISP provides.

Security (© PPPOE - Usually for ADSL Modem and you will need a PPROE usemame and password from your ISP
jbarenis) Comtiol @ Dynamic IP - Usually for Cable Modem and the Device wil automatically obtain an IP address from the DHCP server.
Access Control () Static IP - This type of conneclion uses a permanent, fixed (static) IP address that your ISP assigned.
Advanced Routing
Bandwidth Control

IP 8 MAC Binding L Back | Next

Dynamic DNS

System Tools

5. Cekiraj drugu opciju No | am connected by
another computer (do NOT clone MAC
address) i potvrdi klikom na Next

TP-LINK'

Quick Setup - MAC Clone

K
Please read help carsfully on the right
Wireless
() Yes. | am connected by the main computer (clone MAC address)
DHCP

Fom—— @ No, 1am connected by another computer (da NOT clone MAG address)
Security
Tarastal Canfral WANMAC Address: | 10-FE-ED-6E-44-FD | | Restore Factory MAC |

Access Control YourPC's MAC Address:  38-63-45-2-42-69

Clone MAC Address
Advanced Routing

Bandwidth Control
Back | Next |

IP & MAC Binding

Dynamic DNS

System Tools

6. U polje Wireless Network Name upiSi ime
mreze (npr. Telemach Wifi)

7. U polju Wireless Security ¢ekiraj opciju
WPA-Personal/WPA2-Personal

8. U polje Password unesi lozinku (duzine 8 ili viSe
karaktera, bez razmaka ili znakova interpunkcije).
Klikni na Next, a zatim na FINISH
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Status

Quick Setup. Wireless Settings
ass
Retwork
Wicless Network ame: [imemeze _|(Asocalea e ssi)

Wil

- Region:  [UntedSizes

Waming: Ensure you select a correct country to conform local law.

“Wireless Securty e seings mey cas e

Wiriess WAC Fiterig

Wireless Advanced Channet: ]
“Wireiess Satistcs Wode:  [Tbgnmbed 9]
bHep Chomne wit:

Forwarding

Security [ Enable Wireless Router Radio
Parental Control

[ Enable SSID Broadcast
‘Access Control
[] Enable WOS Bridging

‘Advanced Routing

Bandwidth Control et the Router reboots,
1P & MAC Binding

9. Svaka promjena zahtjeva da se ruter restartuje
(reboot) tako da je potrebno da na upozorenju koje
se pojavilo na ekranu odaberes opciju Click here to
reboot, zatim ponovo klikne$ na reboot, ijo$
jednom na upozorenje ,Are You sure You want to
reboot” odgovori$ klikom na opciju Yes.




